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Óñëîâèÿ ýêñïëóàòàöèè: 

– âîçìîæíîñòü ïðèìåíåíèÿ ïðè óãëåâîäîðîäíîì ãîðåíèè;
– âñåïîãîäíàÿ ýêñïëóàòàöèÿ;

– äèàïàçîí ðàáî÷èõ òåìïåðàòóð èçäåëèÿ: îò ìèíóñ 50 °Ñ;
– ñòîéêîñòü ê äåçàêòèâèðóþùèì ðàñòâîðàì;

– îòíîñèòåëüíàÿ âëàæíîñòü âîçäóõà äî 80 % ïðè 25 °Ñ.

– ðåêîíñòðóêöèè êàáåëüíûõ ëèíèé ñ ãîðþ÷åé èçîëÿöèåé è ïðè 
ïðîêëàäêå êàáåëüíûõ ëèíèé â âûñîòíûõ çäàíèÿõ;

– èçãîòîâëåíèÿ êîíñòðóêöèé øàõò äûìîóäàëåíèÿ;

– ñîçäàíèÿ ñèñòåì êàáåëåé, ïðîëîæåííûõ âäîëü ëèíèé ýâàêóàöèè;

èçãîòîâëåíà íà îñíîâå ìîäèôèöèðîâàííîãî ñèëèêàòà êàëüöèÿ, 
à òàêæå àðìèðîâàíà ñ äâóõ ñòîðîí õîëñòîì èç íåòêàíîãî êðåìíåçåìíîãî 
âîëîêíà, êîòîðûé îáåñïå÷èâàåò öåëîñòíîñòü è ñîõðàíåíèå ôîðìû ïëèò ïðè 
êðèòè÷åñêèõ òåìïåðàòóðàõ, äîñòèãàåìûõ ïðè ïîæàðå.

– ñîçäàíèÿ èçîëÿöèè ñèñòåì, îáåñïå÷èâàþùèõ ýíåðãîñíàáæåíèå 
ïîæàðíûõ ëèôòîâ è àâàðèéíîãî îñâåùåíèÿ; 

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

– ìîíòàæà îãíåñòîéêèõ êàíàëîâ «ÈÍÇÀÏËÈÒ ÕÏÑ-ØÂ» 

– çàùèòû âîçäóõîâîäîâ è âåíòèëÿöèîííûõ ìåòàëëè÷åñêèõ êîðîáîâ 
îò âíåøíåãî ïîæàðà;

Ïëèòà ñîõðàíÿåò ðàáîòîñïîñîáíîñòü â îòêðûòîì ïëàìåíè è èìååò 
ãðóïïó ãîðþ÷åñòè ÍÃ ïî ÃÎÑÒ 30244 è êëàññ ïîæàðíîé îïàñíîñòè Ê0 
ïî ÃÎÑÒ 30403.

Ïëèòà îáëàäàåò 100 % âëàãîñòîéêîñòüþ. 

– èçãîòîâëåíèÿ îãíåñòîéêèõ ïåðåãîðîäîê (ñòåí);

ÏËÈÒÀ ÎÃÍÅÑÒÎÉÊÀß «ÈÍÇÀÏËÈÒ ÕÏÑ»

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Ïëèòà îãíåñòîéêàÿ «ÈÍÇÀÏËÈÒ ÕÏÑ» (äàëåå – ïëèòà) 

Ïëèòà èñïîëüçóåòñÿ äëÿ:
– ñîçäàíèÿ èçîëÿöèè îò âíåøíåãî ïîæàðà ñèñòåì ïîæàðíîé 

ñèãíàëèçàöèè;

ÒÓ 5767 – 006 – 05501445, êîòîðûå ïðåäíàçíà÷åíû äëÿ èçãîòîâëåíèÿ 
ñàìîíåñóùèõ îãíåñòîéêèõ øàõò äûìîóäàëåíèÿ;

– èçãîòîâëåíèÿ îãíåñòîéêèõ âîçäóõîâîäîâ;

– èçãîòîâëåíèÿ êàáåëüíûõ êàíàëîâ «ÈÍÇÀÏËÈÒ ÕÏÑ» 
ÒÓ 3449 – 001 – 05501445, êîòîðûå îáåñïå÷èâàþò ñîõðàíåíèå 
ðàáîòîñïîñîáíîñòè îòâåòñòâåííûõ (äóáëèðóþùèõ) ñèñòåì áåçîïàñíîñòè 
ÀÝÑ è äðóãèõ ýíåðãåòè÷åñêèõ è ïðîìûøëåííûõ îáúåêòîâ.
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Äîïóñòèìî õðàíåíèå èçäåëèé ïîä íàâåñîì èëè â ïîìåùåíèè, ãäå 

Êîìïëåêòíîñòü
Êîìïëåêò ïîñòàâêè ïðèâåäåí â òàáëèöå 2.

Ìåðû áåçîïàñíîñòè
Ðàáîòíèêè, âûïîëíÿþùèå îïåðàöèè ïî ìîíòàæó ïëèò, äîëæíû áûòü 

îáåñïå÷åíû ñðåäñòâàìè èíäèâèäóàëüíîé çàùèòû ñîãëàñíî ÃÎÑÒ 12.4.103, 
ñïåöîäåæäîé ñîãëàñíî òèïîâûì îòðàñëåâûì íîðìàì.

ÂÍÈÌÀÍÈÅ
Áåðå÷ü îò äåòåé!

Ïðè ïðîåêòèðîâàíèè è ìîíòàæå îãíåñòîéêèõ êàáåëüíûõ ëèíèé, à òàêæå 
âûáîðå òåõíè÷åñêèõ ðåøåíèé íà îñíîâå ïëèò íåîáõîäèìî ó÷èòûâàòü 
òðåáîâàíèÿ äåéñòâóþùèõ ñòàíäàðòîâ è íîðì ïðîåêòèðîâàíèÿ, ñâîäîâ 
ïðàâèë.

Ïîðÿäîê ìîíòàæà ïëèò îñóùåñòâëÿåòñÿ ñòðîãî â ñîîòâåòñòâèè 
ñ ðåãëàìåíòèðóþùåé äîêóìåíòàöèåé âûáðàííîãî òåõíè÷åñêîãî ðåøåíèÿ. 

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

Ïåðåä ïðèìåíåíèåì èçäåëèÿ äîëæíû âûäåðæèâàòüñÿ â çàêðûòîé 
óïàêîâêå çàâîäà-èçãîòîâèòåëÿ â êðûòûõ, ñóõèõ, õîðîøî ïðîâåòðèâàåìûõ 
ñêëàäñêèõ ïîìåùåíèÿõ ïðè òåìïåðàòóðå íå ìåíåå ïëþñ 15 °Ñ íà 
ïðîòÿæåíèè íå ìåíåå 24 ÷.

Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ

Ãàáàðèòíûå ðàçìåðû ïëèò ïðèâåäåíû íà ðèñóíêå 1. 

Ìîíòàæ ïëèò îñóùåñòâëÿòü ïðè òåìïåðàòóðå îò 0 °Ñ äî ïëþñ 35 °Ñ.

Òåõíè÷åñêèå äàííûå
Òåõíè÷åñêèå äàííûå ïëèò ïðèâåäåíû â òàáëèöå 1.

Òðàíñïîðòèðîâàíèå èçäåëèÿ ìîæåò îñóùåñòâëÿòüñÿ âñåìè âèäàìè 
òðàíñïîðòà â êðûòûõ òðàíñïîðòíûõ ñðåäñòâàõ íà ëþáîå ðàññòîÿíèå, 
â ñîîòâåòñòâèè ñ ïðàâèëàìè ïåðåâîçêè ãðóçîâ, äåéñòâóþùèìè íà äàííîì 
âèäå òðàíñïîðòà.

Ïåðåä ïðîâåäåíèåì ðàáîò ïî îãíåçàùèòå íåñóùèõ êîíñòðóêöèé 
ýêñïëóàòèðóåìûõ çäàíèé è ñîîðóæåíèé ýíåðãåòè÷åñêèõ ïðåäïðèÿòèé 
ñëåäóåò ïðîâåñòè èõ îáñëåäîâàíèå ñèëàìè ñïåöèàëèçèðîâàííîé 
îðãàíèçàöèè, èìåþùåé ëèöåíçèþ íà äàííûé âèä äåÿòåëüíîñòè. 
Âûÿâëåííûå äåôåêòíûå ýëåìåíòû ñòðîèòåëüíûõ êîíñòðóêöèé ñëåäóåò 
çàìåíèòü èëè óñèëèòü.

Ðàáîòû ïî ìîíòàæó ïëèò äîëæíà âûïîëíÿòü îðãàíèçàöèÿ, èìåþùàÿ 
ëèöåíçèþ íà ïðàâî ïðîâåäåíèÿ îãíåçàùèòû ìåòàëëè÷åñêèõ êîíñòðóêöèé 
è çàðåãèñòðèðîâàííàÿ â òåððèòîðèàëüíîì îðãàíå ïîæàðíîãî íàäçîðà 
ïî ìåñòó ïðîâåäåíèÿ ðàáîò.

Òðàíñïîðòèðîâêà îñóùåñòâëÿåòñÿ ïðè òåìïåðàòóðå îò ìèíóñ 15°Ñ.
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Ñðîê ñëóæáû è ãàðàíòèè ïðîèçâîäèòåëÿ
Ãàðàíòèéíûé ñðîê õðàíåíèÿ ïëèò ïðè ñîáëþäåíèè óñëîâèé 

òðàíñïîðòèðîâêè è õðàíåíèÿ ñîñòàâëÿåò 18 ìåñÿöà.
Ñðîê ñëóæáû – 40 ëåò.

êîëåáàíèÿ òåìïåðàòóðû è âëàæíîñòè âîçäóõà íåñóùåñòâåííî îòëè÷àþòñÿ 
îò êîëåáàíèé íà îòêðûòîì âîçäóõå (íàïðèìåð, ïàëàòêè, ìåòàëëè÷åñêèå 
õðàíèëèùà áåç òåïëîèçîëÿöèè), ðàñïîëîæåííûå â ëþáûõ ìàêðîêëè-
ìàòè÷åñêèõ ðàéîíàõ, â òîì ÷èñëå â ðàéîíàõ ñ òðîïè÷åñêèì êëèìàòîì 
â àòìîñôåðå ëþáûõ òèïîâ.

Ïðè õðàíåíèè è òðàíñïîðòèðîâàíèè èçäåëèÿ íå äîëæíû èñïûòûâàòü 
âîçäåéñòâèÿ íàãðóçîê, ïðèâîäÿùèõ ê îñòàòî÷íûì äåôîðìàöèÿì.

Óòèëèçàöèÿ ïëèò è óïàêîâêè ïðîâîäèòñÿ â ñîîòâåòñòâèè ñ ìåñòíûìè 
íîðìàòèâàìè è òèïîì èñïîëüçîâàíèÿ. 

Èçäåëèå õðàíèòü ïðè òåìïåðàòóðå îêðóæàþùåãî âîçäóõà îò ìèíóñ 15 °Ñ 
â ñóõîì ïîìåùåíèè è îòíîñèòåëüíîé âëàæíîñòè äî 80 % ïðè 25 °Ñ.

The board is used for:

Basic information about the product

– creating insulation from external fire of fire alarm systems;

Fire-resistant board «INZAPLIT HPS» (hereinafter – the board) is 
made on the basis of modified calcium silicate, as well as reinforced 

on both sides with a canvas of nonwoven silica fiber, which ensures the integrity 
and shape of the boards at critical temperatures, achieved in a fire.

– creating insulation for systems that provide power to fire elevators and 
emergency lighting; 

– creating systems of cables laid along the evacuation lines;
– reconstruction of cable lines with combustible insulation and when laying 

cable lines in high-rise buildings;

– manufacturing of fire-resistant air ducts;

– mounting of fire-resistant ducts «INZAPLIT HPS-SHV», which are designed 
for manufacturing of self-supporting fire-resistant smoke exhaust shafts;

The board has 100 % moisture resistance. 

– manufacturing of structures of smoke exhaust shafts;

Operating conditions: 

– protection of air ducts and ventilation metal ducts from external fire;

– manufacturing of fire-resistant partitions (walls);
– manufacturing of cable channels «INZAPLIT HPS», which ensure keeping 

operability of critical (redundant) security systems of NPGS and other power and 
industrial facilities.

The board maintains operability in the open flame.

– all-weather operation;

EN  
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– relative air humidity up to 80 % at 25 °Ñ.

The mounting of the boards is carried out strictly in accordance with the 
regulatory documentation of the selected engineering solution. 

The boards shall be installed at temperatures between 0 °C and plus 35 °C.

Delivery set is given in table 2.

Technical data of the boards are given in table 1.

Transportation is carried out at temperatures from minus 15 °C.

Before carrying out work on fire protection of load-bearing structures of 
operated buildings and structures of energy enterprises, they should be 
inspected by a specialized organization that has a license for this type of activity. 
Identified defective elements of building structures should be replaced or 
reinforced.

Technical data

Completeness of set

The overall dimensions of the boards are shown in figure 1.

– product operating temperature range: from minus 50 °Ñ;

Safety measures

The installation of the boards should be performed by an organization that 
has a license for the right to perform fire protection of metal structures and is 
registered with the territorial fire inspection authority at the place where the work 
is carried out.

ATTENTION
Keep away from children!

– resistance to decontaminating solutions;
– the possibility of application at hydrocarbon combustion;

Installation and operation rules

Employees who apply the boards should be provided with personal 
protective equipment and overalls.

When designing and installing fire resistant cable lines, as well as when 
selecting engineering solutions based on boards, it is necessary to take into 
account the requirements of valid standards and design rules, codes of practice.

Before use, the boards should be kept in a sealed container of the 
manufacturer in covered, dry, well-ventilated warehouse at a temperature of at 
least plus 15 °C for at least 24 hours.

Transportation, storage and disposal
The product can be transported by all types of transport in covered vehicles 

at any distance, in accordance with the rules of goods transportation, acting on 
this type of transport. 

It is acceptable to store the product under a shelter or in a room where 
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Store the product at ambient air temperature from minus 15 °C in a dry room 
and relative humidity of up to 80 % at 25 °C.

The warranty shelf life of the boards is 18 months if transportation and 
storage conditions are observed.

Òàáëèöà / Table 1

temperature and humidity fluctuations do not differ significantly from those 
outdoors (for example, tents, metal storages without thermal insulation), located 
in any macroclimatic areas, including areas with tropical climate in the 
atmosphere of any type.

During storage and transportation, the products should not be exposed to 
loads resulting in permanent sets.

Dispose of boards and packaging in accordance with local regulations and 
type of use. 

Service life and manufacturer's warranties

Service life – 40 years.

Íàèìåíîâàíèå ïàðàìåòðà / Parameter denomination Çíà÷åíèå / Value

CKO10-2500-25 CKO10-2500-13

Öâåò / Colour Áåëûé, ñâåòëî-ñåðûé / White, light gray
3 3Ñðåäíÿÿ ïëîòíîñòü, êã/ì  / Average density, kg/m 700 900

Òåìïåðàòóðà ïëàâëåíèÿ / Melting point, °Ñ 1 300

Òàáëèöà / Table 2

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî, øò. (ýêç.) / Quantity, pcs. (copies)

Ïëèòà îãíåñòîéêàÿ / Fire-resistant board 1 

Ïàñïîðò / Passport 1 
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Ðèñóíîê 1 – Ãàáàðèòíûå ðàçìåðû îãíåñòîéêèõ ïëèò / Figure 1 – Overall dimensions of fire-resistant boards

Àðòèêóë / Order code A, mm B, mm C, mm

CKO10-2500-25 2500 ± 2,2 900 ± 1,15 25 ± 0,26

CKO10-2500-13 2500 ± 2,2 1200 ± 1,3 12,5 ± 0,215
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Èçäàíèå / Version 1 ÀÈÏ
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